Prikazovy riadok

Prikazovy riadok predstavuje pouZivatel'ské rozhranie, v ktorom pouZivatel’ s programami
alebo opera¢nym systémom komunikuje zapisovanim prikazov do prikazového riadka.

V systémoch Windows nie je jeho pouZivanie prili§ prepracované, avSak pre niektoré
operéacie plne dostacuje. V systémoch typu UNIX (Linux, macOS, ...) prostrednictvom
prikazového riadka (alebo tieZ termindlu ¢i konzoly) je mozné vel'mi pohodlne pracovat’,
Ci efektivne obsluhovat’ cely systém.

Kde najdem prikazovy riadok?
macOS

Vpravo hore kliknite na ikonku lupy (vyhl'addvanie / Spotlight), zadajte terminal
a potvrd'te.

Linux

Presné umiestnenie v menu zélezi na konkrétnej distribtcii, avSak kazdy linuxdk urcite
dobre vie kde ho hl'adat

Windows

Kliknite na Start / Spustit a zadajte cmd
Uzito¢né prikazy

Ping

Testuje v sekundovych intervaloch odozvu ciel'ového servera. Mozno vyuZzit' aj na ziskanie
IP adresy z nazvu. Testovanie ukoncite stlaéenim CTRL+ C

ping www.webglobe.cz
PING www.webglobe.cz (89.185.231.9): 56 data bytes

64 bytes from 89.185.231.9: icmp_seq=0 ttl=60 time=1.534 ms




64 bytes from 89.185.231.9: icmp_seq=1 ttl=60 time=1.432 ms
64 bytes from 89.185.231.9: icmp_seq=2 ttl=60 time=1.349 ms
64 bytes from 89.185.231.9: icmp_seq=3 ttl=60 time=3.067 ms
64 bytes from 89.185.231.9: icmp_seq=4 ttl=60 time=1.267 ms
— webglobe.sk ping statistics —

5 packets transmitted, 5 packets received, 0% packet loss

round-trip min/avg/max/stddev = 1.267/1.730/3.067/0.674 ms

Host

Tento prikaz neobsahuju systémy Windows. Host komunikuje s DNS servermi a zistuje
zaznamy zadanej domény, pripadne reverzny zdznam IP.

host example.com

example.com has address 89.185.231.21

example.com mail is handled by 0 email.webglobe.sk.
example.com mail is handled by 10 email2.webglobe.sk.
host smtp.example.com

smtp.example.com is an alias for smtp.webglobe.sk.
smtp.webglobe.cz has address 77.93.208.95

V prikaze je mozné konkretizovat' typ poZadovaného zaznamu (NS, A, CNAME, MX,
a pod.). Napriklad zistenie nameserverov domény example.com vykondme takto

host-t ns example.com

example.com name server nsl.webglobe.sk.
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example.com name server ns2.webglobe.dk.

Telnet

Pomocou prikazu telnet nadviazete “rucné” spojenie so vzdialenym serverom. Vhodny
moZe byt napriklad aj pri testovani spojenia so serverom.

Novsie systémy Windows implicitne pouzivanie telnet klienta zakazuja, povolit ho méZete
v Ovlddacom paneli / Programy a funkcie / Zapnut alebo vypnut funkcie systému
Windows / Klient sluzby telnet.

Pre priklad uvedieme odpoved’ po korektnom spojeni so SMTP serverom na porte

25. Spojenie ukondite zadanim quit. Ocakavana odpoved cielového servera je zvyraznend
zelenou farbou.

telnet smtp.example.com 25

Trying 77.93.208.95...

Connected to smtp.webglobe.sk.

Escape character is.

quit

Traceroute

VyuZiva sa na diagnostiku trasy k cielovému serveru. Vypisuje uzly (resp. smerovace) na
ceste od vasho pocitaca, cez ISP, a7 k ciel'ovému serveru. Pri systémoch Windows miesto
traceroute zadavajte tracert.

traceroute webglobe.sk

traceroute to webglobe.sk (89.185.231.9), 64 hops max, 40 byte packets

1 10.0.0.1 (10.0.0.1) 1.111 ms 0.599 ms 0.688 ms

2 mpop-lisen-r1-s572-pri.mng.netbox.cz (83.240.45.2) 5.402 ms 1.705 ms 1.761 ms

3 brn-pop-r2-vl164.netbox.sk (83.240.3.81) 2.005 ms 2.102 ms 1.317 ms
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4 cbix1.masterinter.net (195.60.89.1) 1.487 ms 1.360 ms 1.388 ms

Whois

Tento prikaz neobsahuju syst¢émy Windows. Whois komunikuje s tzv. whois servermi
a ziskava informdcie z ich databazy. Existuju aj webové sluzby ziskavajice obdobné
informécie z whois databaz — napriklad www.ripe.net, www.sk-nic.sk (pre domény .sk),
a podobne. Prikaz whois v najjednoduchSom pouziti dokaZze automaticky zistit' vhodny
whois server a ziskat' z neho informécie napr. o doméne 2. rddu alebo aj konkrétnej IP
adrese.
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https://www.ripe.net
https://www.sk-nic.sk
http://www.tcpdf.org

